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Abstract.   This paper focuses on the rigorous and holistic fatigue analysis of mooring chains for a deep draft 
semi-submersible platform in the challenging environment of the central Gulf of Mexico (GoM). Known for 
severe hurricanes and strong loop/eddy currents, this region significantly impacts offshore structures and their 
mooring systems, necessitating robust designs capable of withstanding extreme wind, wave and current 
conditions. Wave scatter and current bin diagrams are utilized to assess the probabilistic distribution of waves 
and currents, crucial for calculating mooring chain fatigue. The study evaluates the effects of Vortex Induced 
Motion (VIM), Out-of-Plane-Bending (OPB), and In-Plane-Bending (IPB) on mooring fatigue, alongside 
extreme single events such as 100-year hurricanes and loop/eddy currents including ramp-up and ramp-down 
phases, to ensure resilient mooring design. A detailed case study of a deep draft semi-submersible platform 
with 16 semi-taut moorings in 2,500 meters of water depth in the central GoM provides insights into the 
relative contributions of wave scatter diagram, VIMs from current bin diagram, the combined stresses of 
OPB/IPB/TT and extreme single events. By comparing these factors, the study aims to enhance understanding 
and optimize mooring system design for safety, reliability, and cost-effectiveness in offshore operations within 
the central GoM. The paper addresses a research gap by proposing a holistic approach that integrates findings 
from various contributions to advance current practices in mooring design. It presents a comprehensive 
framework for fatigue analysis and design optimization of mooring systems in the central GoM, emphasizing 
the critical importance of considering environmental conditions, OPB/IPB moments, and extreme single 
events to ensure the safety and reliability of mooring systems for offshore platforms. 
 

Keywords:  extreme single events; fatigue; Out-of-Plane-Bending (OPB) and In-Plane-Bending (IPB); 

mooring chain; vortex induced motion; wave scatter diagram 

 
 
1. Introduction 

 

Semi-submersible platforms possess unique attributes ideal for offshore operations. They offer 

stability and seamless integration with quayside facilities, ensuring operational efficiency even in 

harsh sea-states. Their expansive deck area accommodates modular or integrated topsides, 

facilitating future expansions with minimal impact on construction, transportation, and installation 

processes. 

According to DôSouza et al. (2019), the global floating production platforms comprises over 

three hundred units, with semisubmersible Floating Production Systems (FPS) and Floating 
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Production Storage and Offloading Platforms (FPSOs) constituting the majority. This widespread 

adoption underscores their versatility and effectiveness in various offshore environments worldwide, 

including the challenging conditions of the Gulf of Mexico and other deepwater regions.   

The global oil and gas industry is increasingly exploring deep and ultra-deepwater reservoirs in 

key regions such as the Gulf of Mexico (GoM), Offshore Brazil, Offshore Western Australia, and 

Offshore Mexico to meet rising energy demands worldwide. In water depths exceeding 2,000 meters, 

tension leg platforms (TLPs) become cost-prohibitive due to engineering and logistical challenges, 

while Spar platforms require complex offshore hull and deck integration and installation processes. 

The metocean conditions in the central Gulf of Mexico are notably demanding, characterized by 

severe environments prone to hurricanes and robust eddy currents. This study focuses on analyzing 

these extreme conditions to design resilient mooring systems capable of withstanding intense 

hurricanes and strong eddy currents impacting offshore structures. 

DôSouza et al. (2024) documented the evolution of deepwater semi-submersible Floating 

Production Platform (FPS) mooring systems in the Gulf of Mexico (GoM). They provided 

comprehensive data on mooring systems deployed on seventeen semi-submersibles installed in the 

GoM up to the first quarter of 2024. Over the years, water depths have significantly increased, 

ranging from 470 meters for the Placid platform in 1988 to 2420 meters for the Independence Hub 

platform in 2007. 

Mooring patterns have evolved in line with technological advancements, transitioning from 

traditional chain-wire-chain configurations to more robust chain-polyester-chain setups. 

Additionally, mooring equipment has advanced from on-vessel tensioners and chain jacks to 

advanced off-vessel tensioners (OVT), first employed by Kings Quay starting production in 2022, 

and in-line tensioners (ILT), introduced by Vito with production commencing in 2023. 

Mooring chain diameters have also varied significantly, ranging from 75 mm for platforms like 

GOMEZ in 2006 to 171mm for Mad Dog 2, renamed Argos in 2023. These developments reflect 

ongoing efforts in the offshore industry to enhance the reliability and operational capabilities of 

mooring systems in deepwater environments. 

The mooring system of a semi-submersible platform consists of clusters of mooring lines crucial 

for maintaining stationkeeping across various sea states, ensuring specified offset limits are adhered 

to. The failure of a mooring line can have severe consequences, including production shutdown, 

riser damage leading to hydrocarbon pollution, and potential loss of life. 

Gordon et al. (2014) conducted a thorough review spanning from 2000 to 2013, incorporating 

studies by Ma et al. (2013), Sai and DôSouza (2013), and Kvitrud (2013). They identified multiple 

root causes of mooring failures, including tension overload, tension-tension (TT) fatigue, out-of-

plane bending (OPB) induced fatigue, excessive wear and corrosion, and manufacturing defects. 

Fatigue-related issues, notably TT fatigue and OPB fatigue, account for 25% or more of mooring 

failures. 

Given the critical implications of mooring failures, there is an urgent need to develop a 

comprehensive and holistic method for fatigue assessment during the mooring system design phase. 

This approach intends to proactively address and mitigate the likelihood of failures throughout the 

service life of offshore structures. By integrating advanced fatigue assessment techniques and 

drawing insights from past failures, the offshore industry can enhance the reliability and safety of 

mooring systems, thereby minimizing operational risks and ensuring long-term operational integrity. 

TT fatigue analysis, crucial for assessing long-term operational conditions, typically employs a 

wave scatter diagram representing numerous sea states. Each sea state includes waves, wind, and 

currents from different directions with associated probabilities of occurrence. In the Gulf of Mexico 
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(GoM), a distinctive feature is the presence of strong loop eddy currents. Therefore, TT fatigue 

analysis must also consider fatigue induced by VIM. 

VIM occurs when a slender object in a uniform flow sheds vortices downstream, oscillating 

transversely if the shedding frequency aligns with the platform's transverse natural frequency. This 

phenomenon is prominent in Spar platforms, well-documented in API RP 2SK (2008) and studies 

by Zou et al. (2011). Deep draft semi-submersible platforms also experience VIM, as observed in 

studies by Gon­alves et al. (2012), Zou et al. (2013), Zou (2014), and subsequent research. 

Given its significant impact on mooring and riser strength and fatigue, understanding VIM 

characteristics is crucial for mooring system design and analysis. Due to its complex structural-

hydrodynamic interaction, model testing plays a pivotal role in investigating VIM physics. These 

tests derive Max A/D and Normal A/D envelopes, alongside drag coefficients, establishing VIM 

design curves as a vital consideration in offshore platform design.  

Out-of-Plane Bending (OPB) fatigue in mooring chains, initially identified in the Girassol 

Loading Buoy in 2001, revealed a distinct failure mechanism compared to traditional tension-tension 

(TT) fatigue. This discovery prompted the establishment of a Joint Industry Project (JIP) spanning 

from 2007 to 2013. The OPB JIP yielded significant insights into OPB physics through 

comprehensive testing, contributing valuable data on interlink stiffness and stress concentration 

factors. 

The findings from the Chain OPB JIP were instrumental in developing guidelines as summarized 

in the Bureau Veritas guidelines (2014). Rampi et al. (2015) and subsequent publications (2016 a, b, 

c) further emphasized critical lessons learned from the OPB JIP. Izadparast et al. (2018) expanded 

on these insights, providing a guidance note that outlines key aspects of chain OPB fatigue analysis, 

offering practical value to the industry. Chung et al. (2020) employed a multi-scale approach in their 

study. They acquired mooring tension and interlink angle data near the chain stopper through global-

system time-domain simulation. For chains, fatigue was assessed using a more intricate Finite 

Element Method (FEM) analysis. Their use of time-dependent tension and interlink angle data as 

inputs for the fatigue analysis showcased a sophisticated analytical methodology. 

Collectively, these efforts have enhanced understanding and methodologies for mitigating OPB 

fatigue in mooring systems, thereby improving the reliability and durability of offshore structures in 

challenging offshore environments. 

The significance of potential fatigue damage from extreme single events was prominently 

recognized in API RP 2T (2010), specifically for Tension Leg Platform (TLP) tendon components. 

This standard stressed the necessity of assessing tendon fatigue induced by extreme single events to 

ensure tendon (vertical mooring) durability. 

Interestingly, mooring components for semi-submersible platforms under ABS (2023) and DNV 

(2015 and 2016) guidelines were not mandated to undergo checks for fatigue induced by extreme 

single events. Nonetheless, considering such assessments would enhance the robustness of mooring 

design, ensuring it can withstand extreme conditions and unexpected events effectively. 

By incorporating evaluations for extreme single event-induced fatigue, designers can bolster the 

reliability and durability of mooring systems, reinforcing safety standards and mitigating risks in 

offshore operations.   

To date, numerous studies have investigated VIM and OPB/IPB induced mooring fatigue 

individually. However, there is a notable gap in research focusing on a holistic approach that 

evaluates these factors along with contributions from wave scatter diagrams, and the impact of 

extreme single events like 100-year hurricanes and loop/eddy currents. 
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Our study targets to address this gap by providing insights into how each factor - VIM, OPB/IPB, 

wave and current characteristics, and extreme single events - affects mooring chain fatigue. By 

identifying the governing factors through this holistic approach, we seek to enhance understanding 

and optimize mooring system design for increased reliability and performance in challenging 

offshore environments like the central Gulf of Mexico. 

Through this research, we aim to contribute valuable knowledge to the field and establish a 

framework that includes diverse environmental and operational factors into mooring system fatigue 

analysis, ensuring robust and effective design practices for offshore structures. 

The structure of the paper includes detailed case studies, metocean criteria, numerical models, 

key input data considerations, comprehensive analysis results, discussions on findings, and practical 

recommendations. By synthesizing these elements, this study intends to enhance current mooring 

design practices and contribute to the development of robust mooring systems capable of 

withstanding the demanding offshore conditions of the central GoM. 

 

 
2. Moor ng fat gue analys s methodolog es 

 

The study employs time-domain coupled analysis as the method, capturing nonlinear aspects of 

extreme mooring line tension. This approach explicitly models moorings and risers using finite 

element methods, integrating their responses with hull motions. Key parameters such as mooring 

and riser stiffness, mass, damping, hydrodynamic added mass, and drag are explicitly included to 

simulate their effects on hull response. Coupled analysis thus accounts for dynamic mooring and 

riser influences on overall platform responses. 

Following the acquisition of mooring line tension time series, fatigue damage due to each bin is 

computed using rain flow counting and either TN or SN-curves (DNV SN curve for TT fatigue and 

BV SN curve for the combined stress fatigue), depending on whether TT fatigue or the combined 

stress fatigue is analyzed. Methodologies for TT fatigue and combined stress fatigue are detailed in 

Section 2.1 and Section 2.2, respectively. Fracture mechanics analysis of mooring fatigue is 

excluded from this study. 

 
2.1 Tens on-tens on fat gue analys s methodology 
 
For tension-tension (TT) fatigue analysis, there are two primary methods used to assess mooring 

fatigue: the tension-cycle (TN) approach, as outlined in API-RP-2SK (2005), and the stress-cycle 

(SN) approach, as defined in DNV-OS-E301 (2015). 

 

2.1.1 Tension-tension fatigue per TN curve 
The chain fatigue damage per TN curve (API-RP-2SK, 2005) can be expressed as, 
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In Eq. (1), N, number of cycles; 
rmsR  , the ratio of tension range to the reference mooring 

breaking strength; m, the slope of T-N curve; K, the intercept of the T-N curve. Both m and K values 

depend on the type of components. For this study, studless chain, m=3, K= 316 were considered. 

Higher K value based on vendor fatigue test might be allowed to apply per class societyôs approval. 
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2.1.2 Tension-tension fatigue per SN curve 
The chain fatigue damage per SN curve (DNV OS-E301, 2021) can be written as 

() m

Dc sasn -=
                               (2) 

The Eq. (2) can be linearized and recast in logarithm format below 

()( ) ( ) ()smasn Dc logloglog -=                           (3) 

In Eq. (2), ()snc
, number of stress ranges (number of cycles); s, stress range (double amplitude) 

in MPa; Da , the intercept of the S-N curve; m, the slope of S-N curve. The parameterDa and m for 

studless chain, m=3.0,Da = 6.0*1010 were applied for this study. 

 

2.1.3 Resultant fatigue damages 
The accumulated fatigue damage for each mooring line from all bins can be calculated using 

equations specified in API RP 2SK (Eq. (1)) or DNV OS-E301 (Eq. (2)), denoted as 

                                (4) 

In Eq. (4), n: total number of bins; D: total accumulated fatigue damages. 

 

2.1.4 Minimum safety factor 
Regardless of whether TN curve or SN curve was employed for tension-tension fatigue damage 

calculation, the minimum safety factor is 10. 

 

2.2 The combined stress fat gue analys s methodology 
 

The use of OVT as interface components between mooring top chains and the hull is illustrated 

in Fig. 1. The interlink moment formula was presented in BV guidelines (2014) which was derived 

from least square method using OPB JIP test data (Melis et al. 2005, Rampi and Vargas 2006). For 

detailed formulas and methodologies, please refer to the BV guidelines (2014). 

 

2.2.1 Interlink angle 
In Fig. 1, the FPS hull undergoes rotational motions, with the main housing connecting to the 

foundation of the OVT fixed on the FPS hull. A vertical rotation pin allows the entire OVT mooring 

tensioner to rotate in the horizontal plane. Additionally, a latch housing connects to the main housing 

via a horizontally oriented pin, permitting vertical movement of the latch housing. 

Chain link #0 is rigidly connected to the chain stopper, and chain link #1's upper end connects to 

the lower end of chain link #0, which is mounted on the chain stopper. The lower end of chain link 

#1 is outside the chain stopper and freely connects to the upper end of chain link #2. The interlink 

angle between chain link #1 and chain link #2 is expected to be the largest, corresponding to the 

highest OPB moment. The interlink angle decreases sequentially from one link to the next, becoming 

negligible after 20 links.  

From Fig. 1, calculating the interlink angle becomes complex due to the interaction of chain 

links (beginning from chain link #1 downwards) influenced by the latch housing, capable of vertical 
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(a) A sample off-vessel-tensioner (OVT, 

Bardex) 

(b) Schematic connection between OVT and FPS hull and 

top chain link numbering 

Fig. 1 A sample OVT, schematic connection of OVT and FPS hull and top chain link numbering 

 

 

movement. The latch housing is connected to the main housing, allowing horizontal movement, 

while the main housing links to the FPS hull, which experiences 6-DOF motions. 

Certain mechanical components feature specified or designed friction coefficients, applicable to 

both the vertical and horizontal pins. These components are designed to slide if subjected to in-plane 

or out-of-plane bending moments that exceed their specified limits. The sticking or sliding behaviors 

of the OVT significantly impact the calculation of the interlink angle. Further details on establishing 

numerical models are discussed and revealed in Section 5, Numerical modeling. 

 

2.2.2 OVT sliding moment limits 
As depicted in Fig. 1, there are two pins situated within their respective bearings: one vertical 

pin positioned on the OVT foundation, with the main housing connected to it, and the other 

horizontal pin linking the main housing to the latch housing. The dimensions of these pins and their 

specified friction coefficients are carefully designed to ensure they possess adequate loading 

capacities. This design is crucial for effectively mitigating OPB and IPB moments, thereby 

preventing OPB/IPB-induced fatigue from becoming the dominant factor in mooring fatigue 

analysis. 

The sliding moment limit formula per BV guidelines (2014) has been slightly modified to be 

suitable for both pins as follows 

ὓ πȢυυ ‘ὈὊ                            (5) 
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(a) Illustration of hot spots (OTC-25779-MS) (b) Description of hot spots 

Fig. 2 Locations of hot spots on a chain link 

 

 
Table 1 Stress Concentration Factors (BV guidelines, 2014)  

Loading modes 
Locations of hot spots 

A B Bô C 

TT 4.48 2.08 1.65 1.04 

OPB 0.00 1.06 1.15 1.21‎ * 

IPB 1.25 0.71 0.66 1.50 

‎  is the mean stress correction factor which can be calculated by Eq. (6) below. 

 

 

In Eq. (5), ὓ  is sliding moment limit; ñiò is pin number indicator, i=1 represents the vertical 

pin and i=2 stands for horizontal pin; µ is friction coefficient, ‘ is friction coefficient at vertical 

pin location and ‘ is friction coefficient at horizontal pin location; D is diameter of the pin in the 

bearing, Ὀ is the diameter of the vertical pin and Ὀ is the diameter of the horizontal pin; F is 

the instantaneous loading on pin, Ὂ is the instantaneous loading on the vertical pin and Ὂ is the 

instantaneous loading on the horizontal pin. 

The friction coefficients in Eq. (5) typically derive from vendor prototype breakout tests, with 

typical values ranging from 0.05 to 0.15. Notably, the friction coefficients between two adjacent 

chains are considerably higher, typically around 0.5 in air and 0.3 in seawater 

 

2.2.3 Hot spots and stress concentration factors 

There are four typical hot spots on a chain link as displayed in Fig. 2 and corresponding stress 

concentration factors at these four hot spots (BV guidelines, 2014) are summarized in Table 1. 

‎ ρ πȢω πȢρυ                         (6) 

In Eq. (6), P is mooring line pretension in kN and MBL stands for mooring line breaking strength 

in kN. ‎  is not less than 0.95. 
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(a) DD semi platform ï perspective view (b) DD semi platform ï top view 

Fig. 3 A generic DD semi platform with 16 moorings and 12 SCRs 

 
 

2.2.4 Calculation of the combined stresses 

To ensure the worst stress combination on a chain link captured, at each location (A, B, Bô and 

C), four possible combinations of stresses due to TT, OPB and IPB per BV guidelines (2014) are 

given in the formula below 

Ў„ ὤ Ў„ ὤЎ„ ὤЎ„                 (7) 

In Eq. (7), ὤ  is 1.08 and ὤ is 1.06. Ў„ , Ў„  and Ў„  can be calculated by 

formula given in BV guidelines (2014). 

 

2.2.5 SN curve for the combined fatigue calculation 

SN curve for the combined fatigue calculation (BV Guidelines, 2014) is reproduced as follows, 

ὑ ὔЎ„                              (8) 

In Eq. (8), K and m for the single slope design SN curve in sea water under free corrosion, log K 

= 12,575 and m = 3. 

 

2.2.6 Minimum safety factor for the combined fatigue 

For single slope free corrosion SN-curve (Eq. (8)) the minimum safety factor is 3 (BV, 2014). 

 

 

3. Description of study case 
 

3.1 Overview of the deep draft semisubmersible platform 
 

Key parameter design data of a generic deep draft four-column ring pontoon semisubmersible 

(DD semi) with topsides payloads 25,000 mt, 16 mooring lines and 12 steel catenary risers (SCRs) 

in central GoM in 2,500 m with 25-year service life are depicted in Fig. 3 and presented in Table 2. 
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Table 2 Key Parameter Design Data 

Platform displacement (mt) 87,000 

Platform draft (m) 35.0 

Topside payloads (mt) 25,000 

Still water clearance to bottom of lower deck (m) 26.0 

SCRs vertical loads (mt) 5,500 

Mooring vertical loads (mt) 4,350 

 

 
Table 3 Particulars of the Deep Draft Semi-submersible Hull 

Column center-to-center span (m) 75.0 

Square column with round corner (m) 19.5 x 19.5 

Column freeboard from MWL to TOC (m) 22.5 

Deck post height (m) 3.5 

Still water clearance to bottom of lower deck (m) 26.0 

Hull draft (m) 35.0 

Column height (m) 57.5 

Pontoon height (m) x equivalent width (m) 9.5 x 15.5 

 

  
(a) DD semi hull ï perspective view (b) DD semi hull ï top view and mooring line numbering 

Fig. 4 A generic DD semi hull with 16 mooring lines 

 

 

3.2 Deep draft semisubmersible hull configuration 
 

The deep draft semisubmersible hull configuration is illustrated in Fig. 4 and its principal 

dimensions of hull configuration are summarized in Table 3. 
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Fig. 5 Distributions of significant wave heights and wave peak periods 

 

 

  
(a) Probabilities of significant wave heights (b) Probabilities of wave peak periods 

Fig. 6 Probabilities of significant wave heights and wave peak periods  

 

 

3.3 Mooring configuration 
 

As displayed in Fig. 4, there are 16 moorings in 4x4 pattern and 4 lines in each cluster. The angle 

between adjacent lines in the same cluster is 5 degrees apart. Mooring line numbering starts from 

Northeast (NE) column cluster and increases clock wisely, ML 1 to ML 16. The mooring 

composition is chain-polyester-chain and mooring configuration is summarized in Table 4. 

 

3.4 SCRs layout and vertical Loads 
 

There are 12 SCRs as illustrated in Fig. 3 which include one oil export, one gas export, five oil 

productions, three gas injections and two water injections. The resultant vertical loads are 5,500 mt. 
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(a) Grid heading definition and platform 

coordinate system 

(b) Probabilities of significant wave heights vs grid 

headings 

Fig. 7 Grid heading definition, platform coordinate system and probabilities of significant wave heights vs 

grid headings  

 

 

4. Generic metocean criteria 

 

4.1 Overview 

 

The wave scatter diagram, defined as the joint probability of significant wave height (Hs) and 

representative period (Tz or Tp) according to API RP 2MET (2021), is crucial for assessing wave-

induced mooring fatigue. Current bins utilized in this study align with those detailed in Zou (2014). 

Peak values of single events, such as 100-year hurricanes and loop currents, are scaled up in 

accordance with API RP 2MET (2021) guidelines. Further discussions on these topics are elaborated 

in Sections 4.2 to 4.5, respectively. 

 

4.2 Wave scatter diagram 
 

Detailed wave scatter diagram data are documented in API RP 2MET (2021) and are illustrated 

in Fig. 5. The distributions of significant wave height and wave peak period are depicted in Fig. 6. 

As API RP 2MET (2021) does not specify wave significant height vs. directions, typical distributions 

of significant wave heights vs. headings in central GoM were assumed and presented in Fig. 8 for 

this study. 

From Figs. 5 and 6, the highest probability of significant wave height is approximately 0.75 

meters, and the highest probability of wave peak period is around 6.0 seconds. Fig. 7 indicates that 

the highest probability of waves originates from the grid Southeast.  

 

4.3 Current distribution bins 

 

The current distribution bins used in this study align with those in Zou (2014). In the Gulf of 

Mexico (GoM), annual loop current occurrences vary significantly across different zones: 46 days  
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Fig. 8 Distributions of current speeds and grid current directions 

 

 

  
(a) Probabilities of current speeds (b) Probabilities of grid current directions 

Fig. 9 Probabilities of current speeds and grid current directions  

 

 

in benign, 84 days in medium, and 112 days in severe zones. This study focuses on the severe loop 

current region. For simplicity, 16 grid current directions were consolidated into 8 grid current 

headings and are depicted in Figs. 8 and 9 respectively. 

From Figs. 8 and 9, the highest probability of current speed is 0.375 m/s, and the predominant 

current direction is from the grid Southwest. 

 

4.4 Single event - 100-year hurricanes 

 

A generic central GoM single event 100-year hurricane 48 hours of ramping-up, reaching peak 

and ramping-down wave, wind, and current data are summarized in Table 5 and plotted in Fig. 10.  
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Table 5 A Generic Central GoM Single Event: 100-year Hurricanes 

Single Event Bins 
Hours From 

Peak (hrs) 
100-year Hs (m) 100-year Tp (s) Hourly wind (m/s) Surface current (m/s) 

1 -24 3.09 8.87 15.75 0.67 

2 -22 3.33 9.09 16.21 0.69 

3 -20 3.65 9.41 16.91 0.72 

4 -18 4.07 9.73 17.73 0.76 

5 -16 4.60 10.17 18.78 0.79 

6 -14 5.24 10.71 19.60 0.83 

7 -12 5.94 11.25 20.41 0.87 

8 -10 6.86 11.79 22.28 0.94 

9 -8 8.01 12.55 25.20 1.06 

10 -6 9.42 13.30 29.16 1.24 

11 -4 11.26 14.17 34.06 1.45 

12 -2 13.69 15.25 39.31 1.67 

13 0 15.80 16.01 46.08 1.95 

14 2 14.06 15.36 42.34 1.79 

15 4 12.04 14.49 37.56 1.60 

16 6 10.52 13.85 34.65 1.47 

17 8 9.44 13.30 32.20 1.36 

18 10 8.47 12.76 29.75 1.26 

19 12 7.72 12.33 27.30 1.16 

20 14 7.22 12.01 25.20 1.06 

21 16 6.79 11.79 23.21 0.98 

22 18 6.42 11.57 21.35 0.91 

23 20 6.07 11.25 20.30 0.86 

24 22 5.72 11.03 19.25 0.81 

25 24 5.38 10.82 18.20 0.77 

 

 

In Fig. 10, hourly wind speeds were scaled down by factor of 3 and current speeds were scaled 

up by factor of 5. 

 

4.5 Single event - 100-year loop currents 

 

In API RP 2MET (2021), the highest 100-year loop current speed in central GoM is 2.75 m/s. A 

generic central GoM single event 100-year loop current 252 hours of ramping-up, reaching peak and 

ramping-down surface current speed data are presented in Tables 6a, 6b and 6c and plotted/displayed 

in Figs. 11(a) and 11(b) respectively. 

Per API RP 2MET (2021), loop current profile and associated wind and waves are specified in 

Table 7. 
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Fig. 10 Single event 100-year Hurricane 48 hours of ramping-up, reaching peak and ramping-down 

 
 
Table 6 Single event - 100-year loop currents 

Bin # 
Hours from 

peak 

Current 

speed (m/s) 
Bin # 

Hours from 

peak 

Current 

speed (m/s) 
Bin # 

Hours from 

peak 

Current speed 

(m/s) 

1 -126 0.880 16 -36 2.228 31 54 1.953 

2 -120 0.963 17 -30 2.310 32 60 1.870 

3 -114 1.045 18 -24 2.393 33 66 1.760 

4 -108 1.155 19 -18 2.475 34 72 1.678 

5 -102 1.238 20 -12 2.585 35 78 1.595 

6 -96 1.320 21 -6 2.668 36 84 1.513 

7 -90 1.403 22 0 2.750 37 90 1.403 

8 -84 1.513 23 6 2.668 38 96 1.320 

9 -78 1.595 24 12 2.585 39 102 1.238 

10 -72 1.678 25 18 2.475 40 108 1.155 

11 -66 1.760 26 24 2.393 41 114 1.045 

12 -60 1.870 27 30 2.310 42 120 0.963 

13 -54 1.953 28 36 2.228 43 126 0.880 

14 -48 2.035 29 42 2.118    

15 -42 2.118 30 48 2.035    
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(a) 

 
(b) 

Fig. 11 (a) Single event 100-year loop current 252 hours of ramping-up, reaching peak and ramping-down 

and definition of loop current bins (b) Single event 100-year loop current 252 hours of ramping-up, reaching 

peak and ramping-down 
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Table 7 Loop Current Profile and Associated Wind and Waves 

Wind Speed (10m elevation)  

1 h mean (m/s) 7.60 

Waves  

Significant wave height (m) 2.00 

Peak spectral period (s) 6.00 

Normalized current profile  

Depth below surface (m) Scale 

0 1.00 

50 0.99 

150 0.66 

300 0.35 

600 0.20 

1000+ 0.20 m/s 

 
 
5. Numerical models 

 

5.1 Overview 
 

A frequency-domain radiation/diffraction analysis panel model of the semisubmersible hull was 

developed to calculate added mass, potential damping, and motion Response Amplitude Operators 

(RAOs), serving as inputs for the subsequent time-domain analysis. The mooring fatigue analysis 

utilized a time-domain coupled approach. This section summarizes the numerical modeling 

considerations for environmental conditions, the diffraction panel model, moorings, risers, and other 

critical factors. 

 

5.2 Environmental condition representation 

 

5.2.1 Wind numerical models 

Numerical models for wind were developed to accurately calculate mean wind forces at the 

combined hull and topsides wind center of pressure. Wind speeds were modeled to align with 

specified environmental parameters, and wind spectra were tailored according to API RP 2MET 

(2021). For hurricane winds, the ESDU wind spectrum was utilized, while ISO wind spectrum was 

applied for fatigue sea states as per the wave scatter diagram. The wind speed time series was 

generated using a sufficient number of harmonic components to avoid repetition throughout 

simulations. 

 

5.2.2 Wave numerical models 

Irregular wave series were generated by superimposing sinusoidal regular waves with varying 

heights, periods, and random phases for time-domain coupled analysis. Energy densities of the 

irregular wave series were carefully defined to encompass all wave frequencies, including low and 

high-frequency responses. The number of wave components used in each wave spectrum ensured 

that no part of the irregular wave series repeated during simulations. 
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API RP 2MET provided wave parameters such as significant wave height (Hs), peak period (Tp), 

maximum wave height (Hmax), and maximum wave crest height (Hc). Statistical analysis of these 

parameters for the generated wave time series was conducted to ensure they met acceptance criteria 

of +/-3% with respect to target values. If a generated wave train did not meet these criteria, it was 

discarded, and the generation process repeated until all acceptance criteria were satisfied. Only wave 

candidates meeting the correct key parameters were selected for numerical simulations. 

 

5.2.3 Current numerical models 
Current profiles ranging from the water surface to the seabed, as specified in API RP 2MET 

(2021), were modeled to match the described metocean criteria. The current loads on the platform 
hull, including drag coefficients on columns and pontoons, as well as shielding factors, were derived 
from wind tunnel underwater tests. Additionally, current drag loads on mooring lines and risers were 
simulated using a time-domain coupled program. 

 
5.3 Deep draft semisubmersible platform 
 
5.3.1 Platform mass properties 
The platform's mass properties were accurately modeled using a weight management report that 

detailed component weight estimates for specific load cases outlined in the analysis matrix. Mass 

moments of inertia, or radii of gyration, were calculated based on detailed data for major platform 

components including topsides, primary hull structures, external appurtenances, and ballasts. 

 

5.3.2 Hull diffraction/radiation model 
A three-dimensional diffraction/radiation panel model was created to simulate the submerged 

platform hull. Panel sizes were adjusted in the wave zone to precisely compute low-frequency wave 

drift forces and moments. Different mesh sizes were generated, and hydrodynamic coefficientsð

such as added mass, low-frequency drift forces, and kinematicsðwere compared. The mesh size 

was fine-tuned until results such as added mass, drift forces, and velocity potentials converged and 

remained consistent across models. As the platform features spread moorings and is a 

semisubmersible, second-order difference-frequency excitations were computed using commercial 

software and integrated into the simulation. 

 

5.3.3 Hull Morrison element model 
To compensate for the lack of viscous effects in the hull diffraction/radiation model, Morrison 

elements were introduced, consisting of four columns and four pontoons. These Morrison elements 

of four columns were positioned to encompass each column entirely, covering both the submerged 

section and the freeboard. Drag coefficients for the four columns and four pontoons, relative to the 

incident wave heading, were typically derived from wind tunnel underwater tests. This approach 

was necessary because accurately calculating shielding effects for down-wave components proves 

challenging. 

 

5.3.4 The combined diffraction/radiation and Morrison model 
The comprehensive coupled dynamic analysis methodology highlighted in Zou (2008) is 

reproduced herein for ease of discussion and explanation. The general six-degrees-of-freedom (6-

DOF) coupled dynamic equation of motion is expressed as follows 

{} {} { }{}{ }{ }
mvisc

FFFUKUBUM ++=D++ ][][][ ###                    (9) 
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In Eq. (9), 

[M] = mass and inertia matrix (6x6), hull structural mass and inertia + hull added mass and inertia 

+ mass and added mass of slender members,  

[B] = damping matrix (6x6), potential damping + viscous damping + wave drift damping on hull 

+ damping of slender members + friction damping at riser keel guide frame,  

[K] = stiffness matrix (6x6), hull hydrostatic stiffness (heave and roll/pitch) + stiffness due to 

moorings and risers,  

{F}= load vector (6x1) of first- & second-order wave loads + wind loads, and/or other applied 

loads,  

{Fvisc}= viscous loads (hull Morrison elements), 

╕  = load vector (6x1) of mooring and riser tensions at the connected locations,  

{U }= unknown motion vector (6x1) in the sequence of surge, sway, heave, roll, pitch, and yaw, 

respectively 

Between the semi-submersible hull and moorings and risers, the instantaneously generated 

stiffness matrix [K], damping matrix [C], and load matrix {╕ } are exchanged back and forth during 

simulations. The detailed method and procedure inclusive of viscous effects have been described 

and presented in Das and Zou (2015). 

 

5.4 Mooring lines and steel catenary risers (SCRs) 

 

5.4.1 Mooring lines 

Except for OPB/IPB analysis, individual chain links do not need to be modeled separately. 

Mooring lines have been modeled as finite elements based on segment geometry, length, unit 

dry/wet weight, and axial stiffness. Mooring line tensions, geometry, loads at fairleads and anchors, 

length of line on the seafloor, etc., are computed at each time step. Mooring drag/damping effects 

are considered simultaneously.  

According to the ABS guide note (2021), two stiffness models for polyester, namely the upper 

and lower bound modulus methods, are acceptable. For non-loop current cases, static and dynamic 

stiffnesses are assumed to be 10MBL and 30MBL, respectively. In loop current cases, such as for 

VIM analysis, polyester stiffness is assumed to be 20MBL. 

For OPB/IPB analysis, as shown in Fig. 1, the OVT components (main housing, latch housing, 

vertical pin diameter, horizontal pin diameter, and corresponding friction coefficients from the 

vendor) and a few top individual chain links (e.g., top 3 links) have been modeled. Additionally, one 

equivalent element represents the remaining chain links (e.g., chain links 4 to 20), following BV 

Guidelines (2014). While BV recommends modeling individual top 20 chain links for OPB/IPB 

analysis, our experience suggests that modeling all 20 links individually is excessive and 

unnecessary. However, the effects of the remaining top chain links, such as equivalent mass, 

stiffness, and damping, are accounted for and represented by this equivalent element. Further 

discussions on these findings will be presented in Section 7: Numerical analysis results. 
 

5.4.2 Steel catenary risers (SCRs) 
SCRs have been modeled as finite elements, considering segment geometry, length, unit dry/wet 

weight, axial stiffness, hydrodynamic drag, and added mass coefficients. Additionally, SCRs have 

been equipped with external strakes along their length, aimed at mitigating Vortex-Induced 

Vibration (VIV) effects from the top down to approximately 50% of their suspended length in the 
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water column. The contributions of these strakes to current loads and damping have been 

incorporated into the simulations. 
 
5.5 Vortex induced motion (VIM) responses 
 
With over two decades of measured data, including extensive model testing and field 

measurements, prescribed Max A/D and Normal A/D curves as a function of reduced velocities will 

be utilized. 

For a given current bin in a specified heading, the platform's transverse period and corresponding 

reduced velocity can be calculated. VIM motion amplitudes, either Maximum or Normal, are 

computed based on the Max A/D or Normal A/D curves corresponding to the specified heading. 

According to DNV RP F205 (2021), since vortex shedding follows a sinusoidal process, it is 

appropriate to model the crossflow force acting on the hull as harmonic in time at the shedding 

frequency. It is important to note that the amplitude of the imposed crossflow force should be 

iteratively adjusted to ensure that the transverse motion amplitude meets the prescribed value from 

the VIM analysis curves. 

An alternative approach is to apply the imposed platform transverse motion amplitude directly 

at the shedding frequency. It is recommended to verify that the imposed transverse motion amplitude 

satisfies the specified value through double-checking.    

The set of VIM curves incorporating appropriate damping contributions from moorings and risers 

has been utilized in this study to mitigate traditional over-conservative assumptions. Ma et al. (2013) 

conducted full-scale VIM field measurements on a semi-submersible and found that the actual 

severity and persistence of VIM are significantly lower than those observed in VIM model tests. 

They attributed these differences to discrepancies between the model scale and real-world conditions. 

Zou et al. (2014) highlighted another significant factor, noting that VIM tests often omit damping 

contributions from moorings and SCRs. They found that the measured damping due to the platform 

hull in tests is about 1/5 to 1/4 of the prototype damping when moorings and risers are present in 

corresponding loop currents. VIM motion is a resonant low-frequency response that is highly 

sensitive to system damping. An unrealistically lightly damped system can lead to unrealistically 

high VIM resonant responses. 

In practical field conditions, observed platform VIM motion amplitudes are notably lower than 

those derived in laboratory tests. Sterenborg et al. (2016) were the first to introduce an active 

damping device for VIM tests, aiming to simulate damping contributions from moorings and risers 

in a controlled manner. 
 

 

6. Key input data for analysis 
 

6.1 Overview 
 

There are some key input data for VIM induced fatigue analysis and OPB/IP fatigue analysis 

undertaken for this study and highlighted in this section. 
 
6.2 Prescribed VIM curves 
 
VIM nominal transverse A/D, nominal in-line A/D, and nominal Yaw angle design envelope 

curves as a function of reduced velocities are employed to calculate forced vessel motions. Nominal 
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(a) Prescribed normal VIM curves (b) Prescribed max VIM curves 

Fig. 12 Prescribed normal and max VIM curves  

 

 

Table 8 Prescribed VIM Curves 

Reduced 

Velocities 

Quartering Directions Head Directions 

Transverse In-Line Yaw Transverse In-Line Yaw 

Normal Max Normal Max Normal Max Normal Max Normal Max Normal Max 

3.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 

5.0 0.233 0.300 0.080 0.133 0.571 1.143 0.250 0.300 0.067 0.100 0.600 1.000 

6.0 0.350 0.450 0.120 0.200 0.857 1.714 0.250 0.300 0.100 0.150 0.900 1.500 

7.0 0.350 0.450 0.120 0.200 1.143 2.286 0.250 0.300 0.100 0.150 1.200 2.000 

8.0 0.350 0.450 0.120 0.200 1.429 2.857 0.250 0.300 0.100 0.150 1.500 2.500 

9.0 0.350 0.450 0.120 0.200 1.714 3.429 0.200 0.275 0.100 0.150 2.000 3.188 

10.0 0.300 0.425 0.120 0.200 2.000 4.000 0.150 0.250 0.100 0.150 2.500 3.875 

11.0 0.250 0.400 0.120 0.200 2.667 4.833 0.150 0.250 0.100 0.150 3.000 4.563 

14.0 0.250 0.400 0.120 0.200 4.667 7.333 0.150 0.250 0.100 0.150 4.500 6.625 

16.0 0.250 0.400 0.120 0.200 6.000 9.000 0.150 0.250 0.100 0.150 5.500 8.000 

 

 

transverse A/D or nominal in-line A/D is defined as: RMS (A) * Ѝς/D, ñAò stands the amplitudes 

of VIM motions either transverse or in-line and ñDò is the characteristic length of the column. 

Nominal yaw angle is defined as: RMS (Yaw) *Ѝς, ñYawò represents the amplitudes of VIM indued 
yaw motions.  

All prescribed VIM curves in this study are derived from model test results of previous similar 

projects, incorporating active damping contributions from moorings and risers. It is assumed for this 

analysis that fatigue damage calculations, which are proportional to stresses or tensions raised to the 

power of three, may be slightly conservative when using nominal A/D curves. However, calculations 

using maximum A/D curves are deemed excessively conservative and are not recommended for 

mooring design purposes. 
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The prescribed VIM curves of nominal and maximum transverse A/D, nominal and maximum 

in-line A/D and nominal and maximum yaws are summarized in Table 8 and illustrated in Fig. 12. 

 

6.3 Coefficients of slender elements 
 

The drag (Cd) and added mass (Ca) coefficients of the chain, polyester rope, bare riser and straked 

risers for analysis are highlighted as follows,  

¶ Chain:   Cd=2.4, Ca=1.0  

¶ Polyester rope:  Cd=1.6, Ca=1.0 

¶ Bare riser:  Cd=1.0, Ca=1.0 

¶ Straked risers:  Cd=2.0, Ca=2.0 

 
6.4 Corrosion allowances 
 

A corrosion allowance of 0.3 mm/year has been incorporated into the sizing of both upper and 

lower chains. Hydrodynamic effects and weights are calculated based on the non-corroded 

dimensions. For mooring line fatigue analysis, 50% of the chain corrosion allowance has been 

considered. 
 
6.5 Friction coefficients and breakout angles 
 

The friction coefficients of both vertical and horizontal pins and OPB and IPB breakout angles 

for this study are summarized as follows,  

¶ Friction coefficient:  0.07  

¶ OPB breakout angle: 0.2 deg 

¶ IPB breakout angle:  0.6 deg 
 
 
7. Numerical analysis results 

 

7.1 Overview 
 

Numerical analysis results for tension-tension (TT) fatigue are presented in Sections 7.2 to 7.5, 

covering: 

a) Wave scatter diagram effects 

b) Current distribution bins impact 

c) Single events (100-year hurricanes and loop currents) 

d) Combined effects of OPB/IPB/TT fatigue 

 

7.2 TT fatigues ï wave scatter diagram 

 

The wave scatter diagram is detailed in Section 4.2, while API TN and DNV SN curves are 

discussed in Sections 2.1.1 and 2.1.2, respectively. TT fatigue analysis results are summarized in 

Tables 9(a) and 9(b), and illustrated in Fig. 12. The platform's design service life is 25 years with a 

minimum safety factor of 10, resulting in a required minimum fatigue life of 250 years. 
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Table 9a TT Fatigues (ML#1 to ML#8) ï Wave Scatter Diagram: DNV SN Curve vs API TN Curve 

 
ML1 ML2 ML3 ML4 ML5 ML6 ML7 ML8 

Years Years Years Years Years Years Years Years 

DNV     

SN curve 
26,438 25,942 25,004 24,560 22,805 23,193 24,009 24,439 

API      

TN curve 
10,618 10,418 10,042 9,864 9,159 9,314 9,642 9,815 

 
Table 9b TT Fatigues (ML#9 to ML#16) ï Wave Scatter Diagram: DNV SN Curve vs API TN Curve 

 
ML9 ML10 ML11 ML12 ML13 ML14 ML15 ML16 

Years Years Years Years Years Years Years Years 

DNV     

SN curve 
25,753 26,422 27,869 28,654 26,314 25,623 24,344 23,752 

API      

TN curve 
10,343 10,611 11,193 11,508 10,568 10,290 9,777 9,539 

 

 

  
(a) Wave probability distributions (b) TT fatigue life, SN curve vs TN curve 

Fig. 13 Wave probability distributions and TT fatigue life, SN curve vs TN curve  

 

 

In Fig. 13(a), values in black boxes denote wave probability distributions, with the highest 

probability observed from grid Southeast. Table 9a and 9b, along with Fig. 13, show that the lowest 

fatigue lives for mooring line #5 are 22,805 years and 9,159 years according to the DNV SN and 

API TN curves, respectively, both well exceeding the required minimum fatigue life. 

 

7.3 TT fatigues ï current distribution bins 
 

Current distribution bins are detailed in Section 4.3, and the prescribed VIM curves are 

highlighted in Section 6.2. TT fatigue analysis results are summarized in Tables 10(a) and 10(b), 

and displayed in Fig. 13. 

In Fig. 14(a), values in black boxes depict current bin probability distributions, with the highest 

probability observed from grid Southwest. Tables 10(a) and 10(b), along with Fig. 14, show that the  
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Table 10a TT Fatigues (ML#1 to ML#8) ï Wave Scatter Diagram: DNV SN Curve vs API TN Curve 

 
ML1 ML2 ML3 ML4 ML5 ML6 ML7 ML8 

Years Years Years Years Years Years Years Years 

DNV     

SN curve 
4,180 4,337 4,506 4,566 1,750 1,815 1,886 1,911 

API      

TN curve 
1,679 1,742 1,810 1,834 703 729 758 768 

 
Table 10b TT Fatigues (ML#9 to ML#16) ï Wave Scatter Diagram: DNV SN Curve vs API TN Curve 

 
ML9 ML10 ML11 ML12 ML13 ML14 ML15 ML16 

Years Years Years Years Years Years Years Years 

DNV     

SN curve 
3,512 3,466 3,336 3,215 2,058 2,136 2,219 2,248 

API      

TN curve 
1,411 1,392 1,340 1,291 827 858 891 903 

 

 

  
(a) Current probability distributions (b) TT fatigue life, SN curve vs TN curve 

Fig. 14 Current probability distributions and TT fatigue life, SN curve vs TN curve  

 

 

lowest fatigue lives for mooring line #5 are 1,750 years and 703 years according to the DNV SN 

and API TN curves, respectively, both above the required minimum fatigue life. 

Comparing Tables 9(a), 9(b), 10(a), and 10(b), TT fatigues due to VIM motions are significantly 

more severe than those due to waves. 

 

7.4 TT fatigues ï single events 

 

Single event fatigue assessments were conducted to validate the robustness of the proposed 

mooring design under 100-year hurricanes and 100-year loop currents, as outlined in API RP 2T 

(2010). The criteria include ensuring that the calculated damage from each single extreme event 

does not exceed 10% of the allowable long-term fatigue damage and prohibiting the combination of 

single event damage with long-term fatigue damage. 
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Table 11a TT Fatigue Damages (ML#1 to ML#8) ï 100-year Hurricanes: DNV SN Curve vs API TN Curve 

 
ML1 ML2 ML3 ML4 ML5 ML6 ML7 ML8 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 8.2E-05 6.8E-05 5.7E-05 4.8E-05 6.9E-04 8.2E-04 9.8E-04 1.2E-03 

API TN curve 2.0E-04 1.7E-04 1.4E-04 1.2E-04 1.7E-03 2.0E-03 2.4E-03 2.9E-03 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

 
Table 11b TT Fatigue Damages (ML#9 to ML#16) ï 100-year Hurricanes: DNV SN Curve vs API TN Curve 

 
ML9 ML10 ML11 ML12 ML13 ML14 ML15 ML16 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 9.3E-05 7.8E-05 6.6E-05 5.5E-05 1.2E-04 1.5E-04 1.8E-04 2.1E-04 

API TN curve 2.3E-04 1.9E-04 1.6E-04 1.4E-04 3.1E-04 3.7E-04 4.4E-04 5.2E-04 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

 

 

Each single extreme event involves ramping-up, reaching peak, and ramping-down phases, as 

detailed in Sections 4.4 and 4.5. Fatigue damage is calculated for each time interval of the event and 

then aggregated. The analysis primarily considered the worst heading: 

¶ For 100-year hurricanes, the wave heading assumed was from the Grid Southeast. 

¶ For 100-year loop currents, the current direction analyzed was from the Grid Southwest. 

 

7.4.1 TT fatigues ï 100-year hurricanes 
The single event of a 100-year hurricane, lasting 48 hours and encompassing associated winds 

and currents, is detailed in Section 4.4. The fatigue damage results for TT (tension-tension) are 

presented in Tables 11(a) and 11(b) and illustrated in Fig. 15. 

According to Section 2.1.4, the minimum safety factor for TT fatigue is 10, and the calculated 

damage from each event must not exceed 10% of the allowable long-term fatigue damage. In Fig. 

15(a), the red horizontal line signifies the maximum allowable fatigue damage (1.0E-02). 

From Fig. 15(a), it is evident that the highest fatigue damages for mooring line #8 are 1.2E-3 and 

2.9E-3 per DNV SN curve and API TN curve, respectively, both of which fall below the maximum 

allowable fatigue damage threshold. The breakdown of fatigue damages for mooring line #8 is 

depicted in Fig. 14(b), highlighting that the fatigue damage from Bin 13 (representing peak 

waves/winds/currents, see Table 5) predominates and governs the overall fatigue assessment.   

 

7.4.2 TT fatigues ï 100-year loop currents 
The single event of a 100-year loop current, lasting 252 hours and including associated winds 

and waves, is detailed in Section 4.5. TT fatigue damage results based on normal VIM curves are 

summarized in Tables 12(a) and 12(b) and illustrated in Fig. 16, while TT fatigue damage results 

based on maximum VIM curves are given in Tables 13(a) and 13(b) and presented in Fig. 16. 



 

 

 

 

 

 

Mooring chain fatigue analysis of a deep draft semi-submersible platformé 

Table 12a TT Fatigue Damages (ML#1 to ML#8), Normal VIM Curves, 100-year Loop Currents: DNV SN 

Curve vs API TN Curve 

 
ML1 ML2 ML3 ML4 ML5 ML6 ML7 ML8 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 2.28E-04 2.18E-04 2.08E-04 1.99E-04 1.81E-03 2.02E-03 2.23E-03 2.43E-03 

API TN curve 5.67E-04 5.43E-04 5.19E-04 4.94E-04 4.51E-03 5.03E-03 5.54E-03 6.06E-03 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

 
Table 12b TT Fatigue Damages (ML#9 to ML#16), Normal VIM Curves, ï 100-year Loop Currents: DNV 

SN Curve vs API TN Curve 

 
ML9 ML10 ML11 ML12 ML13 ML14 ML15 ML16 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 2.86E-04 3.22E-04 3.59E-04 3.95E-04 2.06E-03 1.96E-03 1.86E-03 1.76E-03 

API TN curve 7.12E-04 8.03E-04 8.94E-04 9.84E-04 5.12E-03 4.88E-03 4.63E-03 4.39E-03 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

 

 

  
(a) TT fatigue damages ï 100-year hurricanes, 

SN curve vs TN curve 

(b) TT fatigue damage breakdowns of ML 8 - 100-year 

hurricanes, SN curve vs TN curve 

Fig. 15 TT fatigue damages in 100-year hurricanes and TT fatigue damage breakdowns of ML 8 SN curve 

vs TN curve  

 
 

As elaborated in Section 7.4.1, the red horizontal line shown in Fig. 15(a) represents the 

maximum allowable fatigue damage (1.0E-02). From Tables 12(a) and 12(b), it is observed that the 

highest fatigue damages of mooring line #8 are 2.43E-3 and 6.06E-3 per DNV SN curve and API  
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(a) TT fatigue damages, normal VIM curves, 

100-year loop currents, SN curve vs TN curve 

(b) TT fatigue damage breakdowns of ML 8, normal VIM 

curves, 100-year loop currents, SN curve vs TN curve 

Fig. 16 TT fatigue damages in 100-year loop currents, Normal VIM curves and TT fatigue damage 

breakdowns of ML 8, SN curve vs TN curve  

 
 

 
 

(a) TT fatigue damages, max VIM curves, 

100-year loop currents, SN curve vs TN curve 

(b) TT fatigue damage breakdowns of ML 8, max VIM 

curves, 100-year loop currents, SN curve vs TN curve 

Fig. 17 TT fatigue damages in 100-year loop currents, max VIM curves and TT fatigue damage breakdowns 

of ML 8, SN curve vs TN curve  

 
 

TN curve, respectively, both of which are below the maximum allowable fatigue damage. The 

breakdowns of fatigue damages for mooring line #8 are shown in Fig. 16(b), where the fatigue 

damages from Bin 10 and Bin 34 (as defined in Table 6) are the highest. It is noted that the highest 

fatigue damage bin does not correlate with the highest current speed due to its reduced velocity 

being outside the lock-in region. 
From Tables 13(a) and 13(b), the highest fatigue damage of mooring line #8 is 7.03E-3 per DNV 

SN curve, which is also below the maximum allowable fatigue damage. However, mooring lines #5 

to #8 and #13 to #16 all exhibit fatigue damages above the maximum allowable per API TN curve, 

failing to meet the requirement. Breakdowns of the highest fatigue damage for mooring line #8 are 

shown in Fig. 17(b).  
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Mooring chain fatigue analysis of a deep draft semi-submersible platformé 

Table 13a TT Fatigue Damages (ML#1 to ML#8), Max VIM Curves, 100-year Loop Currents: DNV SN Curve 

vs API TN Curve 

 
ML1 ML2 ML3 ML4 ML5 ML6 ML7 ML8 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 6.58E-04 6.30E-04 6.01E-04 5.73E-04 5.23E-03 5.83E-03 6.43E-03 7.03E-03 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

API TN curve 1.64E-03 1.57E-03 1.50E-03 1.43E-03 1.30E-02 1.45E-02 1.60E-02 1.75E-02 

Meet design 

criteria? 
Yes Yes Yes Yes No No No No 

 
Table 13b TT Fatigue Damages (ML#9 to ML#16), Max VIM Curves, ï 100-year Loop Currents: DNV SN 

Curve vs API TN Curve 

 
ML9 ML10 ML11 ML12 ML13 ML14 ML15 ML16 

1/year 1/year 1/year 1/year 1/year 1/year 1/year 1/year 

DNV SN curve 8.26E-04 9.31E-04 1.04E-03 1.14E-03 5.94E-03 5.66E-03 5.38E-03 5.09E-03 

Max allowed 

damage 
1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 1.0E-02 

Meet design 

criteria? 
Yes Yes Yes Yes Yes Yes Yes Yes 

API TN curve 2.06E-03 2.32E-03 2.58E-03 2.84E-03 1.48E-02 1.41E-02 1.34E-02 1.27E-02 

Meet design 

criteria? 
Yes Yes Yes Yes No No No No 

 

 

Further discussions regarding mooring fatigue damages from the single event of a 100-year loop 

current are highlighted in Section 8 Discussions. 
 
7.5 OPB/IPB/TT combined fatigue 

 
7.5.1 OPB/IPB moments at chain links #1 and #3 

According to BV Guidelines (2014), it is recommended to model the top 20 chain links 

individually. However, for practicality, modeling the top three chain links individually is deemed 

sufficient, while the remaining 17 chain links can be represented by a single equivalent element. 

This approach is applied to mooring line #5 for a specific fatigue bin from Southeast, where Hs=2.75 

m, Tp=8.0 sec, and the corresponding probability is 0.746%. 

Figs. 18 and 19 illustrate segments of the time series of OPB/IPB moments at Chain Links #1 

and #3, respectively. The standard deviations of OPB/IPB moments at Chain Link #1 are 

approximately 5.1 and 6.3 times larger than those at Chain Link #3. 

From Fig. 18, it is evident that OPB moments remain "flat and constant" between approximately 

3,100 sec to 3,150 sec and from 3,250 sec to 3,270 sec. This suggests that the horizontal pin 

connecting the latch housing and main housing (as shown in Fig. 1) reaches the sliding moment limit 

(Eq. (5)). 
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(a) Sample time series of OPB moments at chain 

links #1 (Hs=2.75 m, Tp=8.0s) 

(b) Sample time series of OPB moments at chain 

links #3 (Hs=2.75 m, Tp=8.0 s) 

Fig. 18 Sample time series of OPB moments at chain links #1 and #3  

 

 

  
(a) Sample time series of IPB moments at chain links 

#1 (Hs=2.75 m, Tp=8.0s) 

(b) Sample time series of IPB moments at chain 

links #3 (Hs=2.75 m, Tp=8.0 s) 

Fig. 19 Sample time series of IPB moments at chain links #1 and #3  

 

 

In contrast, Fig. 19 depicts IPB moments with different response characteristics, showing 

relatively frequent oscillations without any "flat and constant" instances. This indicates that the 

vertical pin connecting the main housing and OVT foundation (Fig. 1) does not reach the sliding 

moment limit.  

 
7.5.2 6-DOF motion amplitude spectra at OVT #5 

To explore the interconnected dynamics between the 6 degrees of freedom (DOF) motions at 

OVT #5 (Fig. 4) and OPB/IPB moments, amplitude spectra of the 6-DOF motions at OVT #5 have 

been generated and are presented in Fig. 20. 

As stated in Section 5.4.1, polyester rope was utilized, and its stiffness characteristics vary 

significantly. The stiffness ranges from 10 times the minimum breaking load (MBL) for static 

installation to 20 MBL for loop currents mooring analysis, and up to 30 MBL for calculating extreme 

mooring line tension. These variations affect the natural periods of surge/sway and roll/pitch/yaw. 

Interestingly, heave natural period remains largely unaffected. 

As an example, the platform natural periods with a stiffness of 20MBL have been given, 

Surge/Sway: 125 seconds; Heave: 22 seconds; Roll/Pitch: 35 seconds and Yaw: 65 seconds. 
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Mooring chain fatigue analysis of a deep draft semi-submersible platformé 

  
(a) Surge motion amplitude spectrum (d) Roll motion amplitude spectrum 

  
(b) Sway motion amplitude spectrum (e) Pitch motion amplitude spectrum 

  
(c) Heave motion amplitude spectrum (f) Yaw motion amplitude spectrum 

Fig. 20 6-DOF motion amplitude spectra at OVT #5  

 

 

Surge and sway motions (Figs. 20(a) and 20(b)) are predominantly influenced by low-frequency 

components. Located away from the platform center, OVT #5 exhibits noticeable vertical motions 

induced by roll and pitch (Fig. 20(c)). 

Variations in mooring line tensions are significantly influenced by surge and sway motions. 

Simultaneously, heave, roll, pitch, and yaw motions are affected by changes in mooring line tensions, 

primarily driven by surge and sway motions. These coupling effects are evident and captured in the 

analysis. 
 
7.5.3 OPB/IPB moment amplitude spectra 

To investigate the characteristics of OPB/IPB moments, amplitude spectra of OPB/IPB moments 

at chain link #1 of mooring line #5 have been generated and are illustrated in Fig. 21. Several 

observations are highlighted below: 
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(a) OPB moment amplitude spectrum (b) IPB moment amplitude spectrum 

Fig. 21 OPB and IPB moment amplitude spectra at chain links #1 of mooring line #5  

 

 

¶ OPB moments exhibit significant low-frequency components induced by roll, pitch, yaw, 

and surge/sway, consistent with observations in Fig. 21(a). 

¶ IPB moments show a similar distribution of wave frequency components due to incident 

wave energy, along with low-frequency components induced by yaw, as seen in Fig. 21(b). 

However, IPB moments contain noticeably fewer low-frequency components induced by 

roll, pitch, and surge/sway compared to Fig. 21(b). 

¶ Both OPB and IPB moments at chain link #1 of mooring line #5 (Fig. 20) clearly 

demonstrate coupling with the 6-DOF motions at OVT #5 (Fig. 20). 

 

7.5.4 Sample calculation of the combined stresses 

In Section 2.2.3, the document describes hot spots A, B, Bô, and C, including their respective 

stress concentration factors. Section 2.2.4 presents the formula used to calculate combined stresses 

for the selected sample bin. This section also provides a step-by-step procedure for computing 

combined stresses at hot spots A, B, Bô, and C respectively. 

 

At hot spot A  

Ў„ ὤ Ў„ ὤЎ„  -> A1 

Ў„ ὤ Ў„ ὤЎ„  -> A2 

At hot spots B, Bô and C 

Ў„ ὤ Ў„ ὤЎ„ ὤЎ„  -  "ρ ÏÒ "ρȭ ÏÒ #ρ 

Ў„ ὤ Ў„ ὤЎ„ ὤЎ„  -  "ς ÏÒ "ςȭ ÏÒ #ς 

Ў„ ὤ Ў„ ὤЎ„ ὤЎ„  -  "σ ÏÒ "σȭ ÏÒ #σ 

Ў„ ὤ Ў„ ὤЎ„ ὤЎ„  -  "τ ÏÒ "τȭ ÏÒ #τ 

Time series of the factored combined stresses at hot spots A, B, Bô and C have been plotted and 

displayed in Fig. 22 and corresponding standard deviations of these hot spots are summarized in 

Table 14.  
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Mooring chain fatigue analysis of a deep draft semi-submersible platformé 

  
(a) Time series of the factored combined stressed at 

hot spot A 

(d) Time series of the factored combined stressed 

at hot spots B3, B3ô and C3 

  
(b) Time series of the factored combined stressed at 

hot spots B1, B1ô and C1 
(e) Time series of the factored combined stressed 

at hot spots B4, B4ô and C4 

 

 

(c) Time series of the factored combined stressed at 

hot spots B2, B2ô and C2 
 

Fig. 22 Time series of the combined stresses at hot spots A, B, Bô and C 

 

 
Some observations from Fig. 22 are highlighted as follows, 

¶ Stress Magnitudes: the magnitudes of factored combined stresses vary significantly at 

hot spots A, B, Bô, and C, with the highest magnitudes occurring at hot spot A. 

¶ Response Characteristics: the response characteristics of the factored stresses at hot 

spot A are notably different from those at hot spots B, Bô, and C. Additionally, similar 

response characteristics are observed among B1, B1ô, C1 (Fig. 22(b)) and B2, B2ô, C2 

(Fig. 22(c)), but these differ significantly from those at B3, B3ô, C3 (Fig. 22(d)) and 

B4, B4ô, C4 (Fig. 22(e)). 
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